
ENGP0001 - C3 ULTRA HOT 
MADE IN ITALY

ES212341

ER210129

ER210085

ES212014 0.10 mm 
ES212638 0.15 mm
ES212068 0.20 mm

ER210127

ER210128

ES211021

ES211440

ES211014

ES211381 

ES217115

ES216049

ES215035

ES213150 STEEL 
ES213151 CERAMIC

ER210081

ER210071

ER210067

ES213023

ER210125
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521 SPORT

Recommended for 1/8 Buggy

ER210076 d6.0 mm
ER210077 d6.5 mm
ER210078 d7.0 mm stock
ER210079 d7.5 mm
ER210080 d8.0 mm

ES216175

ER210029

ER210066

ER210069

ER210067

ER210067

ER210073

ER210067

ER210064

ER210065

ER210068

ER210067

ER210072

ES216239

ER210074
CARB VCX2-A SET 3.5CC S SERIES BUGGY

ER210012 Optional

ES216186

ENBU0027  521 SPORT, STEEL REAR 
BEARING and CRANKSHAFT 

ER210074

ER210067

ER210070

ES214984
ES214953
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VCX2-A Carburetor 
Off-Road

ER210074
CARB VCX2-A SET 
3.5CC S SERIES BUGGY

Standard opening 
Approximately 0.5mm

Mid Range
For adjusting air/fuel 
ratio (air-fuel mixture) at 
medium  rpm and thus 
acceleration feeling. 
• Short needle
• long needle

Top Speed Needle
For adjusting air/fuel ratio 
(air-fuel mixture) at 
maximum rpm (fully opened 
throttle).
• Clockwise – leaner 
• Counterclockwise – richer

Standard Position
3 turns opened from the 
fully closed position.

Low Speed Needle
For adjusting air/fuel ratio 
(air-fuel mixture) at low rpm 
(fully opened throttle).
• Clockwise – leaner 
• Counterclockwise – richer

Standard Position
3 and 1/2 turns opened from 
the fully closed position.

Idle Screw
For setting the minimum 
idle speed.
• Clockwise – higher idle 
• Counterclockwise –

lower idle

Short needle – Stock 
Smoother acceleration

Higher mid to top range power

Long needle - optional
Higher low to mid range power 

lower top end power
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